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




TMK: (3) 9-6-05: 08 & 39

HDPE pipe under

pavement, typ. sym.

Irrigation point-of-connection

Connect after backflow

preventer.  See civil dwgs.

SYMBOL MANUFACTURER/MODEL ARC PSI GPM RADIUS

Rain Bird 1812-SAM-PRS 15 Strip Series EST 30 0.61 4'x15'

Rain Bird 1812-SAM-PRS 8 Series MPR 180 30 0.52 8'

Rain Bird 1812-SAM-PRS 15 Series MPR 90 30 0.92 15'

Rain Bird 1800-PA-8S-PRS 15 Strip Series SST 30 1.21 4'x30'

Rain Bird 1812-SAM-PRS 15 Strip Series SST 30 1.21 4'x30'

Rain Bird 1812-SAM-PRS 5 Series MPR 180 30 0.20 5'

Rain Bird 1812-SAM-PRS 5 Series MPR 90 30 0.10 5'

SYMBOL MANUFACTURER/MODEL/DESCRIPTION

Rain Bird PEB-PRS-D 1"
1", 1-1/2", 2" Plastic Industrial Valves.  Low Flow Operating
Capability, Globe Configuration. With Pressure Regulator
Module.
Rain Bird ESP-04M
4 Station, Hybrid Modular Outdoor Controller.  For
Residential or Light Commercial Applications.

Irrigation Lateral Line: Blu-Lock and PVC Class 200 3/4"

Irrigation Lateral Line: HDPE 4710, 2", Install under pavement

Irrigation Mainline: PVC Schedule 40

Pipe Sleeve: PVC Schedule 40 and Class 315
Typical pipe sleeve for irrigation pipe.  Pipe sleeve size shall
allow for irrigation piping and their related couplings to
easily slide through sleeving material.  Extend sleeves 18
inches beyond edges of paving or construction.

C

#"

#

Valve Number

Valve Size

Valve Flow

Valve Callout

#

IRRIGATION SCHEDULE
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SCALE: 

feet10 20 30

1" = 10'

Irrigation Controller

Mount on planter wall.

Connect to electrical supply -

see Electrical dwgs.
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PLANTING PLAN

PLANTING PLAN

L2.1

Limit of landscape work.
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TMK: (3) 9-6-05: 08 & 39

TREES QTY BOTANICAL NAME / COMMON NAME SIZE DETAIL

17 Caesalpinia pulcherrima / Red ohai ali`i
1" caliper, 4` ht.

15 gal 4/L2.1

10 Cordia subcordata / True Kou
2" caliper, 8` ht.

25 gal 3/L2.1

15 Tabebuia donnell-smithii / Gold Tree
2" caliper, 10` ht.

25 gal /

PALM TREES QTY BOTANICAL NAME / COMMON NAME SIZE DETAIL

8 Pritchardia affinis / Loulu Palm
8` trunk ht. - matching

45 gal 1/L2.1

SHRUBS QTY BOTANICAL NAME / COMMON NAME SIZE DETAIL

171 Murraya paniculata / Mock orange
2` o.c., tri-spaced

1 gal 4/L2.1

GROUND COVERS QTY BOTANICAL NAME / COMMON NAME SIZE DETAIL

47,100 sf Cynodon dactylon / Bermuda Grass
with hydromulch

seed

3,250 s.f. Jacquemontia ovalifolia sandwicensis / Pa`u o hi`iaka
with1" layer  mulch below

4"pot@ 12" oc /

460 s.f. Vitex rotundifolia / Pohinahina
with 1" layer mulch below

4"pot@ 12" oc /

PLANT SCHEDULE

Limit of landscape work.

Repair areas adjacent to

new sidewalks.  Regrade

and regrass as needed.

Note:  Install root barriers

around perimeter of

planter opening.  Plant

palm and install root

barriers prior to pouring

plaza.

Root barriers, typical symbol
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PLANTING DETAILS AND NOTES

L2.2




BUILDING DIVISION

DEPARTMENT OF PUBLIC WORKS

DATEDIVISION CHIEF

DESIGN BY:

DRAWN BY:

CHECKED BY:

SHEET NO.

OF           SHTS

REVISION

REVIEWED:

DATE DESCRIPTION MADE BY APPROVED

PA'AU'AU AHUPUA'A, DISTRICT, HAWAI'I

ISLAND AND COUNTY OF HAWAII

96-2150 PIKAKE STREET, PAHALA, HAWAII 96777







TMK: (3) 9-6-05: 08 & 39

PALM PLANTING DETAIL
1" = 1'-0"

329343.33-03

1

1" = 1'-0"

TREE GUY WIRE PLANTING - 25 GAL. AND UP

PLANT PIT DETAIL

TURF AREAS.
PLANTING AT

STAKING DETAIL

SHRUB AREAS.
PLANTING AT

2
329343.26-03

1" = 1'-0"

TREE PLANTING DOUBLE STAKE - 15 GAL. TREE

PLANTING AT
TURF AREAS.

PLANT PIT DETAIL

STAKING DETAIL

PLANTING AT
SHRUB AREAS.

3
329343.19-03

1" = 1'-0"

SHRUB PLANTING4
329333.13-01

THE CONTRACTOR SHALL VISIT THE SITE, VERIFY ALL EXISTING DIMENSIONS, AS- BUILT

CONDITIONS, STRUCTURES, SITE IMPROVEMENTS, ETC., PRIOR TO BIDDING.

FOR ALL DEPRESSIONS, LOW SPOTS, UPROOTED AREAS AND PROBLEM SPOTS AS

DETERMINED BY THE CONTRACTING OFFICER, THE CONTRACTOR SHALL RESTORE ALL

AFFECTED AREAS ACCEPTABLE TO THE CONTRACTING OFFICER.

15.

14.

13.

12.

11.

10.

9.

TO CONSTRUCTION OPERATIONS.  ANY UTILITY LINES DAMAGED BY

CONTRACTOR'S OPERATIONS SHALL BE REPAIRED AT CONTRACTOR'S 

FOR BUILDING LAYOUT SEE ARCHITECTURAL DRAWINGS.

PRIOR TO COMMENCEMENT OF WORK.

ALL QUANTITIES BEFORE BIDDING.

FOR FINAL GRADING SEE CIVIL DRAWINGS.

LANDSCAPE NOTES:

6.

8.

7.

5.

3.

4.

1.

2.

ALL INDICATED ITEMS ARE NEW UNLESS OTHERWISE NOTED.

THE CONTRACTOR SHALL PROTECT ALL EXISTING STRUCTURES AND OTHER SITE

IMPROVEMENTS.  ANY DAMAGES RESULTING DIRECTLY OR INDIRECTLY FROM THE

CONTRACTOR'S OPERATIONS SHALL BE REPAIRED AND/OR REPLACED TO THE SATISFACTION

OF THE CONTRACTING OFFICER AT NO ADDITIONAL COST TO THE STATE.

LOCATIONS OF ALL EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY.  THE CONTRACTOR

SHALL EXERCISE EXTREME CAUTION IN EXCAVATING NEAR UTILITIES.  ANY AND ALL

DAMAGES SHALL BE IMMEDIATELY REPAIRED AND/OR RESTORED TO ITS ORIGINAL

CONDITION BY THE CONTRACTOR AT HIS COST.  UTILITIES SHALL INCLUDE BUT NOT BE

LIMITED TO ELECTRICAL, TELEPHONE, SEWER, WATER, AND IRRIGATION SYSTEMS, ETC.

THE CONTRACTOR SHALL NOT STORE OR PARK EQUIPMENT, VEHICLES AND/OR MATERIALS

UNDER THE EXISTING TREES.  DRIVING VEHICLES OVER TREE ROOTS IS NOT PERMITTED.

CONTRACTOR SHALL VERIFY LOCATIONS OF ALL EXISTING UTILITY LINES PRIOR

CONTRACTOR SHALL NOTIFY THE CONTRACTING OFFICER OF ANY DISCREPANCIES

THE CONTRACTING OFFICER PRIOR TO COMMENCEMENT OF PLANTING OPERATIONS.

CONTRACTOR TO VERIFY EXACT LOCATIONS OF ALL TREES AND SHRUBS WITH

MENTIONED IN THE PLANT LIST.  PLANTS AND GROUND COVERS SHALL BE 

DRAWINGS BY NOTES SHALL BE PROVIDED WHETHER OR NOT SPECIFICALLY

AS A GUIDELINE FOR THE CONTRACTOR.  ALL WORK INDICATED ON THE

THE PLANT LIST QUANTITIES ARE APPROXIMATE AND SHOULD SERVE ONLY

ON THE PLANS AT THE SPACE NOTED.  THE CONTRACTOR SHALL VERIFY

FURNISHED IN QUANTITIES AS REQUIRED TO COVER THE AREAS INDICATED

EXPENSE.

ALL PLANT MATERIALS SHALL BE INSPECTED AND APPROVED BY THE CONTRACTING OFFICER

PRIOR TO DELIVERY AND BEING PLANTED AT THE JOB SITE.

MAINTENANCE OF NEW PLANTING SHALL BE FOR A MINIMUM OF 90 CALENDAR DAYS AFTER

WRITTEN ACCEPTANCE OF COMPLETION OF LANDSCAPING.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PLAN AND APPLY BEST MANAGEMENT

PRACTICES(BMP) AS REQUIRED BY HIS OPERATIONS TO COMPLY WITH APPLICABLE LAWS,

STANDARDS, RULES AND OR POLICIES OF THE CITY, STATE, FEDERAL REGULATORY

AGENCIES.  UPON ACCEPTANCE OF THE PROJECT BY THE STATE, THE CONTRACTOR SHALL

BE REQUIRED TO REMOVE ALL BEST MANAGEMENT PRACTICES AND TO RESTORE THE

PROJECT SITE TO ITS ORIGINAL CONDITIONS OR BETTER.

ROOT CONTROL BARRIER DETAIL

GROUND COVER PLANTING DETAIL

NOT TO SCALE

6

6
"

1/2 D

D

D

CURB

ROOT BARRIER

8

PLASTIC

2"

EDGE OF PAVING, WALK,

LOOSEN TOP 8" OF SUBGRADE

CONDITIONED SOIL

WALL, ETC.

GROUNDCOVER

LOCATE PLANTS SPACED 

EQUIDISTANT (D) FROM

EACH OTHER AS SHOWN.

NOTE:

D = SEE PLANT LIST 

FOR SPACING.

WALKWAY

BACKFILL MIX 

FINISH GRADE

NOTE: REFER TO MANUFACTURER'S SPECIFICATIONS

FOR INSTALLATION INSTRUCTIONS

NOT TO SCALE

GROUND COVER OR GRASS

COMPACTED SUBGRADE

CONCRETE BASE

CONCRETE BRICK HEADER DETAIL

GROUND COVER

FINISH GRADE

BRICK PAVER

#3 REBAR

CONTINUOUS

NOT TO SCALE

PLANTER OPEN TO EXISTING SUB-GRADE

OPEN-BOTTOM PLANTER

NOT TO SCALE

12" LAYER #3 GRAVEL

LAY FILTER FABRIC ABOVE &

BELOW GRAVEL

WIDTH

1'

4"

VARIES

PLANT

 (2) PARTS IMPORTED SCREENED SOIL

1" LAYER BLACK CINDERS

(1) PART 3/8" MINUS BLACK CINDER

20 lbs. GRO-POWER/C.Y. MIX

(1) PART "BIG-R" SOIL CONDITIONER/

(2) PLANT TABLETS/PLANT

(21 GRAMS, 20-10-5)

   ORGANIC SOIL AMENDMENT

PLANTER MIX:

5

7

182

5/9/12 Addendum 2

O

M

I

T


